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5.

Compressor Clutch Diagnosis

DIAGNOSTICS

5. Compressor Clutch Diagnosis

1G switch ON, Mode selector switch “MAX. A/C"* or ""A/C"

I

Compressor clutch is not engaged.

Check both 10A fuses for A/C.

Fuse blown. |

Fuse O.K.
Locate short-circuit and repair or replace faulty parts. l I Check if 12V are present at A/C relay harness (BrR) with relay connected. |
|Check if 12V are present at A/C relay harness (RW) with relay connected. i Yes No i Faulty harness I
Check it 12V are present at A/C relay harness (BW). } No Yes 1' Check if 12V are present at thermal switch harness (RW). |

Check if 12V are present at A/C relay
harness (BW).

Check if A/C Yes
relay harness

(BrY) is

grounded.

No

Yes

YesJ- No —'[Fauny harness

Check if 12V are present at thermal

Yes-l- No Faulty harness

switch harness (RG).

Check if 12V are present at A/C

switch harness (BW).

Faulty thermal No -I-Yes———1 Check if 12V are present at A/C cut

switch relay harness (GR).

—

No

|

Check if 12V are present at A/C cut

relay harness (YG).

Yes —No Fauity harness
|

No Yes

Check if continuity exists between
A/C relay harness (BrY) and Hi/Low

switch harness (BrY).

Faulty harness No--Yes

| Faulty A/C relay |

Yes
Check if 12V are | Faulty harness |
present at A/C
switch harness

(RB).

Yes J~ No Faulty harness

Check it 12V are present at A/C cut Check it 12V are present at compres-

relay harness (BrR). sor clutch harness (YG).

| 1

kPa (2.1to 27 kg/cmz, 30 to 384 psi) range.

(GR) and EVA thermo harness (GR).

Check if continuity exists between Hi/Low switch harness

Yes-l- No

Yes -~ No

Faulty Hi/Low

switch

Faulty A/C No Yes Yes No
switch
Check if pressure in high-pressure line is in 206 to 2,648 i Faulty harness | Check if ECM Faulty clutch | Faulty harness

A/C signal (G)
is grounded.

Yes

Check if 12V are present at EVA

L.

thermo harness (RB).

}———No
Faulty har-

ness

Faulty harness

Faulty harness

No --Yes

Check if 12V are present at ECM Check if A/C cut relay harness (L)

44

A/C signal. is grounded.
No Yes No Yes
Check if EVA thermo harness (BrW) is grounded.
Faulty EVA thermo Faulty har- Faulty ECM Faulty har- Faulty relay
ness ness
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